NCK Series Definite Purpose Contactors

General

Certifications: UL

Standards: IEC61095, UL508 N
Utilization categories: AC-1, AC-7a, AC-8a

Features

Y Used in a variety of industrial electrical equipment.
Yx Especially suitable for air conditioning application.
Y¢ Reduced size compared to conventional products.
Y Wide range of operating voltages for coils.

¥ Simple and quick terminal connection.

Technical Parameters

Current Coil voltage  Rated operational  Rated operational  Conventional thermal  Max. making & 3-phase control  Power consumption of coil

Code (A) Foles (V AC) current (A) voltage (V AC) current (A) breaking current (A) power (KW) Pick-up (VA) Holding (VA)
NCK2-001 40 3 24 40 115 50 240 - 60.5 6.6
NCK2-002 40 3 24 40 230 50 240 10 60.5 6.6
NCK2-003 40 3 24 35 380 50 210 15 60.5 6.6
NCK2-004 40 8 24 34 480 50 200 20 60.5 6.6
NCK2-005 40 3 24 17 600 50 93 15 60.5 6.6
NCK2-006 40 3 110 40 115 50 240 = 60.5 6.6
NCK2-007 40 3 110 40 230 50 240 10 60.5 6.6
NCK2-008 40 3 110 35 380 50 210 15 60.5 6.6
NCK2-009 40 3 110 34 480 50 200 20 60.5 6.6
NCK2-010 40 8 110 17 600 50 93 15 60.5 6.6
NCK2-011 40 3 220 40 115 50 240 - 60.5 6.6
NCK2-012 40 3 220 40 230 50 240 10 60.5 6.6
NCK2-013 40 3 220 35 380 50 210 15 60.5 6.6
NCK2-014 40 8 220 34 480 50 200 20 60.5 6.6
NCK2-015 40 3 220 17 600 50 93 15 60.5 6.6
NCK3-016 40 2 24 40 220 50 240 - 48 10.5
NCK3-017 40 2 24 40 380 50 240 - 48 10.5
NCK3-018 40 2 110 40 220 50 240 - 48 10.5
NCK3-019 40 2 110 40 380 50 240 - 48 10.5
NCK3-020 40 2 220 40 220 50 240 - 48 10.5
NCK3-021 40 2 220 40 380 50 240 - 48 10.5
NCK3-022 40 B 115 40 220 50 240 - 48 10.5
NCK3-023 40 3 115 40 380 50 240 - 48 10.5
NCK3-024 40 38 230 40 220 50 240 - 48 10.5
NCK3-025 40 3 230 40 380 50 240 - 48 10.5
NCK3-026 40 1 24 40 220 50 240 - 48 10.5




Cod Current Coil voltage  Rated operational  Rated operational  Conventional thermal ~ Max. making & 3-phase control  Power consumption of coil
ode Poles

(A (V AC) current (A) voltage (V AC) current (A) breaking current (A) power (kW) Pick-up (VA) Holding (VA)
NCK3-027 40 1 24 40 380 50 240 - 48 10.5
NCK3-028 40 1 110 40 220 50 240 - 48 10.5
NCK3-029 40 1 110 40 380 50 240 - 48 10.5
NCK3-030 40 1 220 40 220 50 240 - 48 10.5
NCK3-031 40 1 220 40 380 50 240 - 48 10.5
NCK3-032 40 1P+N 24 40 220 50 240 - 48 10.5
NCK3-033 40 1P+N 24 40 380 50 240 - 48 10.5
NCK3-034 40 1P+N 110 40 220 50 240 - 48 10.5
NCK3-035 40 1P+N 110 40 380 50 240 - 48 10.5
NCK3-036 40 1P+N 220 40 220 50 240 - 48 10.5
NCK3-037 40 1P+N 220 40 380 50 240 - 48 10.5
NCK3-038 30 3 24 30 115 40 150 - 60.5 6.6
NCK2-039 30 3 24 30 230 40 150 10 60.5 6.6
NCK2-040 30 3 24 28 380 40 140 15 60.5 6.6
NCK2-041 30 3 24 25 480 40 130 15 60.5 6.6
NCK2-042 30 3 24 11 600 40 55 10 60.5 6.6
NCK2-043 30 3 110 30 115 40 150 - 60.5 6.6
NCK2-044 30 3 110 30 230 40 150 10 60.5 6.6
NCK2-045 30 3 110 28 380 40 140 15 60.5 6.6
NCK2-046 30 3 110 25 480 40 130 15 60.5 6.6
NCK2-047 30 3 110 11 600 40 55 10 60.5 6.6
NCK2-048 30 3 220 30 115 40 150 - 60.5 6.6
NCK2-049 30 3 220 30 230 40 150 10 60.5 6.6
NCK2-050 30 3 220 28 380 40 140 15 60.5 6.6
NCK2-051 30 3 220 25 480 40 130 15 60.5 6.6
NCK2-052 30 3 220 11 600 40 55 10 60.5 6.6
NCK3-053 30 3 115 30 220 40 192 - 48 10.5
NCK3-054 30 3 115 30 380 40 192 - 48 10.5
NCK3-055 30 3 230 40 220 50 240 - 48 10.5
NCK3-056 30 3 230 40 380 50 240 - 48 10.5
NCK3-057 30 2 24 32 220 40 192 - 48 10.5
NCK3-058 30 2 24 32 380 40 192 - 48 10.5
NCK3-059 30 2 110 32 220 40 192 - 48 10.5
NCK3-060 30 2 110 32 380 40 192 - 48 10.5
NCK3-061 30 2 220 32 220 40 192 - 48 10.5
NCK3-062 30 2 220 32 380 40 192 - 48 10.5
NCK3-063 30 1 24 32 220 40 192 - 48 10.5
NCK3-064 30 1 24 32 380 40 192 - 48 10.5
NCK3-065 30 1 110 32 220 40 192 - 48 10.5
NCK3-066 30 1 110 32 380 40 192 - 48 10.5
NCK3-067 30 1 220 32 220 40 192 - 48 10.5
NCK3-068 30 1 220 32 380 40 192 - 48 10.5
NCK3-069 30 1P+N 24 32 220 40 192 - 48 10.5
NCK3-070 30 1P+N 24 32 380 40 192 - 48 10.5
NCK3-071 30 1P+N 110 32 220 40 192 - 48 10.5
NCK3-072 30 1P+N 110 32 380 40 192 - 48 10.5
NCK3-073 30 1P+N 220 32 220 40 192 - 48 10.5
NCK3-074 30 1P+N 220 32 380 40 192 - 48 10.5
NCK3-075 25 2 24 25 220 32 150 - 48 10.5
NCK3-076 25 2 24 25 380 32 150 - 48 10.5
NCK3-077 25 2 110 25 220 32 150 - 48 10.5
NCK3-078 25 2 110 25 380 32 150 - 48 10.5
NCK3-079 25 2 220 25 220 32 150 - 48 10.5
NCK3-080 25 2 220 25 380 32 150 - 48 10.5
NCK3-081 25 1 24 25 220 32 150 - 48 10.5
NCK3-082 25 1 24 25 380 32 150 - 48 10.5
NCK3-083 25 1 110 25 220 32 150 - 48 10.5




Cod Current Coil voltage  Rated operational  Rated operational  Conventional thermal ~ Max. making & 3-phase control  Power consumption of coil
ode Poles

(A) (V AC) current (A) voltage (V AC) current (A) breaking current (A) power (KW) Pick-up (VA) Holding (VA)
NCK3-084 25 1 110 25 380 32 150 - 48 10.5
NCK3-085 25 1 220 25 220 32 150 - 48 10.5
NCK3-086 25 1 220 25 380 32 150 - 48 10.5
NCK3-087 25 1P+N 24 25 220 32 150 - 48 10.5
NCK3-088 25 1P+N 24 25 380 32 150 - 48 10.5
NCK3-089 25 1P+N 110 25 220 32 150 - 48 10.5
NCK3-090 25  1P+N 110 25 380 32 150 - 48 10.5
NCK3-091 25  1P+N 220 25 220 32 150 - 48 10.5
NCKB3-092 25 1P+N 220 25 380 32 150 - 48 10.5

Note: For contactors NCK2-001~ NCK2-030, type of matched fuse is RT15-60; for NCK3-001~NCK3-053, type of matched fuse is
RT16-50.
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